5JER20-3 Volatility Standards for Gasoline

(1) Fuel Introduced at Wholesale.

(a) Volatility Class D-4 fuels, as specified in ASTM International designation D4814-13a, shall be lawful for introduction into terminal storage tanks from which gasoline and gasoline blendstocks are dispensed for distribution to retail outlets through April 30.

(b) Volatility Class C-3 fuels, as specified in ASTM International designation D4814-13a, shall be lawful for introduction into terminal storage tanks from which gasoline and gasoline blendstocks are dispensed for distribution to retail outlets through May 20.

(c) Gasoline and gasoline blendstocks introduced into terminal storage tanks for distribution to retail outlets beginning May 21 shall meet Volatility Class A-3 fuel standards, as specified in ASTM International designation D4814-13a.

(2) Fuel Sold at Retail.

(a) Volatility Class D-4 fuels, as specified in ASTM International designation D4814-13a, shall be lawful for sale at retail through May 31.

(b) Volatility Class C-3 fuels, as specified in ASTM International designation D4814-13a, shall be lawful for sale at retail from June 1 through June 30.

(c) Starting no later than July 1, gasoline sold at retail shall meet Volatility Class A-3 fuel standards, as specified in ASTM International designation D4814-13a.

Rulemaking Authority 525.037, 525.14, 570.07(23) FS. Law Implemented 525.01, 525.037.

525.14 FS. History – New 4-14-20.